NHD AK High Resolution Maintenance 

Metadata Process Description:  NHD AK High Resolution Maintenance by Sub-Basins.   The procedures include the following:  Flow was validated and corrected as necessary.  All GNIS names were reviewed and corrected as necessary.  WaterBodyAreaCom_ids were calculated for flowlines within 2-D features where necessary. Reach codes were applied for applicable features. Artificial paths outside water bodies were identified and corrected. Topology is checked for:  NHDFlowlines must not overlap; NHDFlowlines must not self overlap, NHDFlowlines must not self intersect; NHDWaterbodys must not overlap; NHDWaterbodys must not overlap NHDArea; NHDAreas must not overlap; and NHDFlowlines must not have invalid dangles. Topology errors are fixed.  Validate NHDFlowlines for reach delineation rules by running NHD_MValueUtility. Checks include; Gap in Reach; Branched Reach; Duplicate reach code on isolated features; Flowline is a Multi-part Polygon; and Reach that has <Null> or 0 LengthKM value. These topology errors were corrected. The 2-D polygons were dissolved were necessary.  All AGDC-AK Hydrographic Sub-committee updates were checked and incorporated as necessary.  Quad boundaries were checked for gapped, overlapping or shifted 2-D features and corrected as necessary.  Coastlines were added to islands as needed.
